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Product presentation

Digital display systems consist of 7 flaps and 14 pins, which are injected in
black or plastic material colours.

They are sold in individual digit sets, with 7 flaps and 15 pins per set, in a
cardboard box which contains 12 digit sets of the same size.

Colours, sizes and codes

For a suitable personalization for the image of each petrol station network,
we have several colours in stock and we can manufacture any other colour
for series. 

Black Repsol Grey (RAL 7016)
153 mm   (6”) Code GDC60215 153 mm   (6”) Code GDC60315
230 mm   (9”) Code GDC60223 230 mm   (9”) Code GDC60323
305 mm (12”) Code GDC60230 305 mm (12”) Code GDC60330

Repsol Grey (RAL 7011) Cepsa Red (RAL 3020)
153 mm   (6”) Code GDC60415 153 mm   (6”) Code GDC60515
230 mm   (9”) Code GDC60423 230 mm   (9”) Code GDC60523
305 mm (12”) Code GDC60430 305 mm (12”) Code GDC60530

Repsol Blue (Blue Black, RAL 5004) BP Green (RAL 6029)
153 mm   (6”) Code GDC60615 153 mm   (6”) Code GDC60815
230 mm   (9”) Code GDC60623 230 mm   (9”) Code GDC60823
305 mm (12”) Code GDC60630 305 mm (12”) Code GDC60830

Campsa Blue (RAL 5002)
153 mm   (6”) Code GDC60715 
230 mm   (9”) Code GDC60723 
305 mm (12”) Code GDC60730

Tip-up flaps, 7 per
digit.

Pins with spring for
rear subjection of
flaps.
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Assembly

Digital display system sequence assembly.

Full-size pictures are available, with position of drills. Flaps are numbered
according to their position on the panel.

Required materials Position of the plan Removing of vinyl

Full removal (or silk screen
printing)

Drill with thin bit Drill Ø 8,25 mm bit

Insert the flaps into the pins

Rear view Frontal view

Pass the pins from back to
forward
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